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A RELEASE TO MFG. 07-Mar-18 7170 MZ
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REFERENCE
    SAME AS 919-384J-51P
    EXCEPT TAPE & REEL PACK
CONFIGURATION LEVEL: In Work  

NOTICE - These drawings, specifications, or other data (1) are, and remain the
property of Amphenol corp.  (2) must be returned upon request; and (3) are
confidential and not to be disclosed to any person other than those to whom they
are given by Amphenol Corp.  the furnishing of these drawings, specifications, or
other data by Amphenol Corp., or to any other person to anyone for any purpose is
not to be regarded by implication or otherwise in any manner licensing, granting
rights to permitting such holder or any other person to manufacture, use or sell any
product, process or design, patented or otherwise, that may in any way be related to
or disclosed by said drawings, specifications, or other data.
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NOTES:
 
1.  MATERIALS AND FINISHES:
 

    BODY      - BRASS,GOLD PLATING (.000003" MIN. THICK)
    CONTACT   - BeCu, GOLD PLATING (.000005" MIN. THICK) 
    INSULATOR - PTFE, NATURAL
 
2.  ELECTRICAL: 
 

    A. IMPEDANCE:       50 OHM
    B. FREQUENCY RANGE: DC - 6 GHz
    C. D.W.V:           1000 VRMS, MIN.
 
3.  MECHANICAL:
 

    A. DURABILITY:        500  CYCLES MIN. 
    B. TEMPERATURE RANGE: -65�$�C TO +165�$�C
 
4. PACKAGING: TAPE & REEL PACKAGING, 800 PCS/REEL
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